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2004-2005 Dodge Ram 1500 5.7L Header Installation 
 
 
 

  ATTENTION! The installation of this long tube header system requires cut-
ting of the factory exhaust and welding for the installation. Even though the 
catalytic conver ters are retained, these headers DO NOT  have E.O. cer tifica-
tion and are for racing or off road use only. 
 

 
 
 
Thank you for  purchasing a Bor la Per formance Stainless Steel Long Tube Header System 
 
This Bor la Per formance Stainless Steel Header  System (Par t number 17216) has been designed for  
2004-2005 Dodge Ram 1500 equipped with a 5.7L V-8 engine , two or  four-wheel dr ive and automatic 
or  manual transmissions. 
 
FOR RACING USE ONLY. NOT LEGAL FOR USE ON PUBLIC ROADS. 
 
Borla Performance Industries recommends that an exhaust shop or professional after market parts installer, who has all the necessary 
equipment, tools and experienced personnel needed for proper installation, should perform the installation of this system. However, 
if you decide to perform the installation, we recommend someone should help you. Ensure the installer uses all under car safety pre-
cautions including eye protection. 
 
Please take time to read and understand the following… 
 
By installing your Borla Performance Exhaust System, you indicate that you have read this document and you agree with the terms 
stated below. 
 
It is the responsibility of the purchaser to follow all installation instruction guidelines and safety procedures supplied with your 
Borla Performance Exhaust System 
 
Borla Performance Industries assumes no responsibility for damages occurring from misuse, abuse, improper installation, improper 
operation, lack of responsible care, or all previously stated reasons resulting from incompatibility with other manufacturer’s prod-
ucts and/or systems. 
 
Included with your Borla Performance Exhaust System is a warranty card. Please read it carefully before you begin any work on 
your vehicle. If you should have any questions regarding our warranty policy, installation, or any other matter pertaining to your 
new Borla Performance Exhaust System, please give us a call at the number provided on the warranty card. 
 
 

Precision manufactured using aircraft quality T-304 stainless steel; this system is designed to endure years of heavy use. Install-
ing a Borla Performance Exhaust System on your vehicle will eliminate the restrictive design of the stock exhaust, allowing your 
engine to discharge exhaust gas easier. The result is more horsepower and torque, longer engine life, and a distinctive throaty 
growl- all this, with easy bolt-on installation. These installation instructions have been written to help you in the installation of 
your Borla Performance Exhaust System. Please read  it completely before installing your system. 
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  Minimum Required Tool L ist:  
 
 TOOLS: 
 
1 3/8”  Drive Ratchet 
2 3/8”  Drive Extension 3”  
3 7/16”  combination wrench 
4 7/8”  combination wrench 
5 7/16”  Socket 
6 14mm Socket 
7 15mm Socket 
8 Pry Bar 
9 Reciprocating saw/hack saw 
  SHOP SUPPLIES: 
 
1 Spray Lubricant      
 

Bor la Performance Stainless Steel Long Tube Header  System Bill of Mater ials 
 

 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 
1. Right header assembly 
2. Left header assembly 
3. Right inlet pipe/flange assembly 
4. Left inlet pipe/flange assembly 
5. Right header gasket  
6. Left header gasket 
7. Lock nut (qty 6) 
8. Bolt (qty 6) 
9. Collector gasket (qty 2) 
10. Stage 8 header bolt kit 
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Or iginal Exhaust manifold Removal 
 
 
 
Note: With a used vehicle, we suggest a penetrating spray lubricant to be applied 
liberally to all exhaust fasteners and allowing a significant period of time for the 
chemical to lubricate the threads before attempting to disassemble. 
 
 
1. Disconnect the battery from the vehicle. 

2. Remove the air filter according to the vehicle manual and unbolt the air 
filter housing. disconnect the sensor, loosen the clamp securing the in-
take tube to the housing and remove the filter housing from the vehicle. 

3. Taking all under car safety precautions, lift the vehicle using a hoist or 
hydraulic lift. Once this has been done, you may begin the removal of 
your old exhaust manifolds from your vehicle. 

 
4. Using a reciprocating saw or hack saw, cut the exhaust just before each 

catalytic converter as shown in figure 1. 
 
5. Using a 7/8”  combination wrench remove all (4) of the oxygen sensors 

from the pipes as the one shown in figure 2. 
 
6. Unbolt the flanges located just behind each manifold as the one shown 

in figure 3 and remove the flange and cut pipe assemblies from the ve-
hicle. 

 
7. Unbolt the clamp shown in figure 4 and remove the catalytic converter/

y-pipe assembly from the vehicle. 
 
 
 
 

Figure 1 

Figure 2 

Figure 3 

 

Figure 4 

 
Caution! ! !  Never work on a hot exhaust system. Serious injury in the form of burns can result If the vehicle has been in use and 
the exhaust system is hot, allow vehicle to cool for at least 1 hour. Always wear eye protection when working under any vehicle. 
 
Note: It is our recommendation that you use a hoist or hydraulic lift to facilitate the installation of your new Borla Performance 
Long Tube Header System. 
 
 
Note: Before removing the original exhaust system from your vehicle, please compare the parts you have received with the bill of 
materials provided on the previous page to assure that you have all the parts necessary for the installation of your new Borla Per-
formance Cat-Back ÔÔÔÔ Exhaust System. 
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Original Exhaust manifold Removal (continued) 
 
 
8. Unbolt and remove both left and right exhaust manifold heat shields as 

the one shown in figure 5. 

9. Unbolt and remove both left and right exhaust manifolds as the one 
shown in figure 6. 

Bor la Per formance Stainless Steel Long Tube 
Header System Installation 
 

1. Using the gasket and hardware supplied, install both left and right 
header assemblies as shown in figure 7. Torque the hardware to 18-23 
ft. lbs. 

2. Reinstall the catalytic converter/y-pipe assembly. 

3. Using the gasket and hardware supplied, install both left and right inlet 
pipe/flange assemblies to the header flanges as the one shown in figure 
8. 

4. Using a muffler stand or an additional person to hold the catalytic con-
verter/y-pipe assembly up into position and making sure they are per-
fectly against the left and right inlet pipe/flange assemblies, weld the 
pipe/flange assemblies to the catalytic converters as shown in figure 9. 

5. Once you have allowed the welds to cool down, place anti-seize com-
pound to the threads on the oxygen sensors and reinstall them into their 
positions. Torque the oxygen sensor to 25-32 ft. lbs. 

6. Before starting your vehicle, make sure to check all wires, hoses, brake 
lines, body parts and tires for safe clearance from the exhaust system. 

7. Start vehicle and check for any leaks. If any leaks are found, determine 
cause (such as loose hardware or incorrectly positioned gaskets) and 
repair as necessary. Allow the exhaust to reach normal operating tempera-
ture and then turn engine off. 

8. Allow the exhaust to completely cool and re-torque all fasteners. Install  
the anti rotation clips followed by the locking clips included with your 
Stage 8 locking header bolts. 

 

 

Figure 5 

Figure 6 

Figure 7 

Figure 8 

Figure 9 

Warning: Use extreme caution during installation. Torque all fasteners ac-
cording to manufacturer’s torque values and tightening sequence. DO NOT 
use air impact tools to tighten fasteners on Borla Performance Exhaust Sys-
tems. Use of such tools may result in bent flanges or gasket contact areas lead-
ing to exhaust leaks.  


